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ors, wedge

sleeve anchors, hollow wsli anchors, and metal fﬂ?ma anchors.etc. Nuts like haxagahai-
nuts, hexagonal long nuts, flange nuts,cap nuts.nylon lock nuts...are still within our
range. We also sell various bolts, such as hexagonal nuts, carriage bolts, flange bolts
and so on. All these products are made in accordance with such standards as
DIN,JIS ANSI, ISO,BS,GB, avaliable with material from carbon steel, stainless steel,
alloy steel to brass. At the same time, we could make a variety of non-standard parts
based on customers' drawings.

Professional skills creates quality products!

Under the guide of the business principle"providing best service®, we have made
remarkable achievements with the persistent efforts of all employees. We own a
excellent team, all of whom have both professional trade knowledge and good operation
ability. We could not only provide customer with international logistic solutions, but also
are able to help overseas customers who aim to develop Chinese market find source of
goods , inspecting goods, clearing custom and solving all procedures during import and
export.

Our purpose is" To gain your trust and support with our sincerity and excellent
service, thus achieve mutual benefits and win-win business relations. *

We are willing to sincerely cooperate with clients at home and abroad to create a

bright future hand in hand! Drop in AnChor

*Perfect expansion and specially designed build-in plug ensures full expansion of anchor.
*The test values listed beneath were obtained using 200-250kgs/cm‘Concreate(no aggregated).
A safe working load should not exceed 25% of stated values.
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Din.(B D eng ad Kg ek
1/4-20 3/8" 1/2" 1" 1000 100/2000 11
3/8-16 12" 5/8" 1-9/16" 2000 50/1000 28
1/2-13 5/8" 3/4" 2" 2800 50/5000 54
5/8-11 7/8" 7/8" 2-1/2" 5400 25/200 141
3/4-10 1" 1-1/4" 3-1/8" 5900 25/150 227
ME(W1/4) 8.0 10 25 950 100/2000 6.3
M8{W5/16) 10.0 14 30 1350 100/2000 12.5
M10(W3/8) 12.0 15 40 1950 50/1000 25
M12(W1/2) 16.0 20 50 2900 50/500 81
M16(W5/8) 20.0 25 65 4850 25/200 112
M20(W3/4) 25.0 35 80 5900 25/150 235
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Wedge Anchor

“WEDGE ANCHOR an improved expansion Anchor with internal Thread and a Plug, and is the most popular Anchor.
*Anchor can be installed with Hex Bolt, Stud and Hookbolt, etc. After installation, concrete will not be effected in appearance as

arise on the surface.

CIXIJINGENG FASTENER CO.,LTD

*The one piece clip is formed around Anchaor. Assuuring full expansion for dependable,superior holding prower.Expanding clip will

not fall off or twist in the hole.

“The test values listed beneath were obtained using 200-250 kgs/cm® Goncrete (No aggregate). A safe working load should not

exceed 25% of stated values.
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M6-40 15 27 3
ME°55 30 35 15 1/4*2-1/4 1-1/4 3/8
ME°70 45 35 30 1/4°3 ; A=/ 1-1/8 HOO% | 8o0
ME*95 60 35 55 1/4*3-1/4 -1/4 1-3/8
MB'50 20 35 10 5/16'2 7 8 :
MEB*65 35 40 20 5/16 1-9/16 1-1/2 9/16 1300 1150
M8°80 50 a0 35 5/16 2-1/4 1-1/8
M8&*95 65 40 50 3/8*2-1/8 3/4 1/8
M8"105 75 40 50 aist2_1ia | 7/8 316
M8*120 95 40 75 3/8*2-3 1-3/8 /8
ME 165 100 a0 135 383 1-5/8 1-1/2 8/16 1700 | 1500
M10*'65 30 a0 15 3/8'3-1/2 | 2-1/8 1
M10°80 5 50 20 a/a'a-a/a | 238 118
M10°95 60 50 35 3/8'5 3-5/8 2-3/8
M10°115 80 50 55 1i2*2 3l |78 18
M10°120 85 50 60 1/2°3-3/a | 1-7/8 11/16
M107130 9 50 70 1z'a_1/a | 2708 2-1/4 374 2600 | 2400
M12*80 35 50 20 1/2*5-1/2 3-11/16 2"
M12°115 55 60 30 127 & 3178
Mi5*120 75 60 50 5/8*3-1/2 1-3/8 1/8
Mi12°135 90 60 65 s/a'a1/2 | 2-ai8 8/16
Mi2*150 100 B0 80 5/8'5 2-7/8 2-3/4 1-1/8 3800 3400
M16°105 50 70 15 586 378 =
Mi16*140 85 80 40 5/8*7 4" 3-1/8
M15°180 100 80 B0 ala*a1/4 | 1-7/8 9/16
M20 125 &5 85 15 3/4*4-3/4 | 3-3/8 10
M20°160 100 100 10 3/4'5_1/2 | _3-1/8 =516
M20*180 100 100 B8O 3/4*6-1/4 3-7/8 A dd 1-3/4 aEO0 | oRat
347 & =
34812 | 4' 3-1/8
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Sleeve Anchor

*The screws of the anchor have been manufactured under the DIN-833 standard and their quality-hardness is 8.8(i.e.60 to 80kg./mm)

*The washer is wide,which gives a bigger allowance for pieces or structures to be fastened.

*While performing the fixing of the anchor.the plastic part or ring gets deformed, which fills and blocks the hole of the piece or structure to
be fastened:this plastic absorbs material irregularities,and itis a useful damp-proof plece to protect the inner mechanism of the anchor.

*Any screw head available as your requirement.

*The cone has some grooves (milling)fin order to prevent the anchor from loose or spin movement after fixing into the hole and

ready to expansion.

D =5 e p
ete e o
MG*45 8 43 2 30 500 |
MB* 60 8 43 15 45 500
M8*60 10 50 ) 41 800
M8*80 hk¢] 55 15 6 800
M10*70 12 70 2 48 1200
M10*100 12 70 25 75 1200
M12°80 16 80 2 55 2400
M12°110 16 80 25 87 2400
M167110 20 90 15 82 3600
M20°130 25 105 25 100 4800
M6*45 8 43 2 30 500
M8*60 10 55 -] 41 800
M8*80 10 55 25 62 800
M10*70 12 70 2 48 1200
M10*100 12 70 25 i) 1200
M6*45 8 43 2 30 800
M8*60 10 55 5 41 150
M10*70 12 70 2 48 800
M12°80 16 80 2 55 600
MB*45 8 43 5 30 80
MB*60 10 55 [] 41 150
M10*70 12 70 10 48 300
M12*80 16 80 20 55 600

*Pre-assembled for quick and easily installation.

*Can be used in thin sections of concreate of soild masonry.
*Head styles for every application.

*The test values listed were obtained using 200-250kgs/cm*
concrete{on aggregated). A sate working load should not exceed
25% of stated values.

Sleeve anchor with hex flange nut

Anchor Fastener ty Per  Weight Pullout

Q
Box/Ctn kgs/100pes Loadkgs

Material
Size pto

Sleeve anchor with Flat Head

\M6.5"18 100/1000
M6.5°36 8 100/1000 500 ‘
IM6.5°56 28 100/1000 13.6 600 a Q P
M6.5*75 47 50/500 17.3 600
M6.5*100| 72 50/500 22 600 M6.5*37 20 100/1000 8.0 B00
MB*25 3 100/1000 14.5 300 M6_5*55 27 100/1000 11.5 600
MB*40 12 100/1000 17.6 800 M6.5*75 47 100/1000 15.0 600
MB*65 37 50/500 24 800 M6.5*100 72 100/1000 22.0 600
MB*85 57 50/500 31 800 MB*40 12 100/1000 13.6 800
M10*40 3 50/500 32 1300 Ma*60 32 100/1000 20.0 800
\M10°56 12 50/500 36 1300 M8*85 57 50/500 29.0 800
M10*60 15 50/500 40 1300 M10°65 20 50/500 40.0 1300
M10*77 39 50/500 46 1300 M10°75 ar 50/500 46.0 1300
M10*97 59 50/600 59 1300 M10*102 64 50/500 57.0 1300
M12*60 15 50/250 64 1800

i 27 72 1800 -
L T 560 Sleeve anchor with Round head
M12*129 81 25/125 105 1800
M16*65 20 25/250 110 2400 0 Q
Mi6*111 65 10/100 168 2400 o
M16*147 102 10/100 214 2400 MB.5"32 17 100/1000 B.O 600
M20*75 25 10/100 266 3200 M&.5*50 22 100/1000 11.5 600
M20*107 57 5/50 333 3200 MB.5*70 42 100/1000 15.0 600
M20*151 101 5/60 426 3200
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4Pcs Shield Anchor

0 I £ 0
0

ME(1/4) 45 12 50 45 49 50/2000 | 1000
M8(5/16) 55 4 0 55 120 50/1000 1200
M10(3/8) 60 6 5 60 240 25/500 1600
Mi12(1/2) 75 0 S 75 390 25/300 2500
M16(5/8) 115 5 25 115 980 15/150 3300
M20(3/4) 130 32 140 130 1950 9/108 4800
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www.chinaluosi.com Email:chinaluosi @ chinaluosi.com

JinGeng

3Pcs Shield Anchor

*Heavy Duty Shell anchor has high retaining power and can be removed easily
“When tightening the nut or screw.the conical section well be pushed into the anchor shells,
expand the anchor inside the anchor base.

o Pe P

MB(1/4) 45 12 50 45 49 50/2000 1000
MB8(5/16) 55 14 60 55 120 50/1000 1200
M10(3/8)| 60 16 65 60 240 25/500 1600
M12(1/2) 75 20 85 75 390 25/300 2500
M16(5/8) 115 25 125 115 980 15/150 3300

130 32 140 130 1950 9/108 4800

1Pcs Anchor

“The meterial of ONE PCS HEAVY DUTY SHELL ANCHOR is carbon steel, finish with zinc plate.
“With high retaining power&can be remored easily.
*The size ranged from MG-M12

or A Ba: | P
e o

MB(1/4) 45 10 50 45 49 50/2000 | 1000

MB8(5/16) 50 12 B0 55 120 50/1000 1200

M10(3/8)| 60 15 85 60 240 25/500 1600

M12(1/2) 75 18 85 75 390 25/300 2500

M16(5/8) 115 24 125 115 980 15/150 3300
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Metal Frame Anchor

*Tapered expansion nut made from high grade znic alloy die casting
“Galvanized steel sleeves fitting with steel machine screw and colors cap.

872 8 s M5*82 50 42 100/500 21.0
8*92 8 92 M5°102 50 &2 100/500 26.6
8112 8 112 M5*122 50 82 100/500 31.8
8132 8 132 M5°142 50 102 100/500 35.6
8172 8 152 M5°182 50 142 100/500 45.2
1072 10 72 ME°82 50 40 100/500 33.0
10°92 10 a2 M6*102 50 60 100/500 39.0
10°112 10 112 ME*122 50 80 100/500 46.0
107132 10 132 ME*142 50 100 100/500 53.0

10 152 ME*162 50 140 100/500 59.0
10*182 10 182 MB*192 50 150 50/250 68.0

10 202 MB*212 50 165 50/250 75.0

Hex Coupling Nut

*Studs in stainless steel and yellow zinc plated steel.

*Heavy duty fixing without radial infludnce of expansion forces can be used close to deges...Accurate drill depth is necessary.

“Fully loadable after the prescribed hardening-setting time.

Length

3/4
1/4-20 7/8 8.3
1/4-20 7/8"-1-3/4" 13.6-26.6
3/8-16 1-1-1/8 14.2-16.0
3/8-16 1-1/8-3/4 26.2-37.8
7/16-14 1/4*1-1/4 1-1-3/4 24.6-41.4
1/2-13 11/16 1-1/2-1-3/4 43.0-51.5
5/8-11 13/18 1-1-2-2-1/8 55.4-78.5
3/4-10 1 1-1/2 134.4
7/8-9 1-1/4 2-1/2 259.2
1/8 1-1/4 2-1/2 210.9
M5-P0.8 8.0 20-25 56-7.0
M6-P1.0 10.0 15--50 6.9-22.9
M8-P1.25 11.0 20--50 8.9-22.3
M8-P1.25 13.0 25-50 18.8-37.5
Mi10-P1.5 17.0 25-50 34.1-68.2
M12-P1.75 19.0 30-50 52.5-87.5
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Tie Wire Anchor

hammer.

concrete ceiling.

fiHH

JinGeng

*Tie wire anchor is quick to install & easliy set by pulling back with claw

“Strong holding power specifically designed to protect anchorage point in

*Suitable for: suspended ceiling & lightweight suspension hanging overhead

signs.
A OR
DIA
BED
MB*60L 6.0 6.3 35 480
1/4°2-1/4 1/4 9/32 1-1/8 550
1/4*2-1/32 1/4 9/32 1-1/8 550
1/4*2-1/8 1/4 9/32 1-1/8 550
1/4*2-1/4 1/4 9/32 1-1/8 550
Hollow Wall Anchor
*Hollow wall Anchors securely fasten mirrous, pictures,cabinets, cutrain—drapes-shelf brackets bathroom fixtures
.to hollow walls of plaster over wood lath or metallath,wallboard,gypsumior cinder block,hollow tile.etc.Fixtures
Can be removed or replaced for redecorating without disturbing the Hollow Wall Anchors.
A A o =S TAp) e Pullo
& g oadkg
4'21 20 uP-4 M4 28 30
432 32 40611 M4 41 30
4'38 38 40770 M4 47 30
. 4*46(1/85L) 46 40622 M4 54 30
4*46(1/8l) 48 16-21 M4 54 30
4*54 54 18-28 M4 61 30
4*59 60 34-38 M4 B7 30
459 60 24-34 M4 67 45
537 37 40707 M5 45 45
552 52 40618 M5 60 45
5'65 65 14-32 M5 74 45
580 80 28-45 M4 89 45
637 37 40707 M6 45 53
652 52 40618 M6 60 53
6'65 65 14-32 M6 74 53
680 80 28-45 M6 88 53
837 37 40707 Ma 45 65
852 52 40618 M8 65 65
865 65 14-32 Ma 75 65
8*BO 80 28-45 M3 80 65
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Bolt Anchor

*Preassembled for quick and easily installation,
High holding power by tough sleeve can be used in
heavy duty applications.

*Vibration resistance

“Versatile and durble.

“Nut spring washer and washer are preassembled.

CIXIJINGENG FASTENER CO.,LTD

Page/08

MB°50 9.5 30 9.5 890

M8*65 12 35 13 1390
M8*70 12 35 12 1390
MB8*70 14 40 14.5 1600
M10°80 14 40 14.5 1600
M10°100 14 40 14.5 1600
M10*120 14 40 14.5 1600
M10°100 17.3 50 18 2540
M12°120 17.3 50 18 2540
M12°150 17.3 50 18 2540
M12*200 17.3 50 18 2540
M12°100 21.7 50 22 3300
M16°120 21.7 60 22 3300
M16°150 21.7 60 22 3300
M16°200 2.7 60 22 3300
M20"160 25.4 80 26 4950
M20°200 25.4 80 26 4950
M22°200 28.6 90 29 6400
M24°200 31.8 110 33 8640
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Double/Single Expanion Anchor

SINGLE
*Can be used for fastening into rock,concrete, rick, etc.

*If bolt is removed and replaced, holding porwer is unaffected.
*One-piece design,made of zinc alloy,is entirely rust—proof.
DOUBLE:
*Can be used for fastening into rock,concrete, brick,etc.
*Eliminates high stress points detrimental in fastening into materials of medium
hardness,expands tully and has high gripping power.
*Ideal for sheer loads or where bolt is subject to side pressure or vibration.
*Does not fracture, and permits fastenings at any length.
the test values listed were obtained using 200-252kgs/cm’
concrete ( no aggregate)
*A safe working load should not exceed 2 5% of stated value.

=t

JinGeng

SINGLE EXPANSION ANCHOR DOUBLE
2L DEP § A A
1/4-20 1/2 1-3/8 800 1/4-20 1/2 1-1/4 850
5/16-18 5/8 1-5/8 900 5/16-18 314 1-1/2 1000
3/8-186 5/8 1-5/8 1000 3/8-16 5/8 1-3/4 1800
1/2-13 78 2-1/2 1600 1/2-13 7/8 2-1/4 2200
5/8-11 1 2-3/4 3000 5/8-11 1 2-1/2 3500
3/4-10 1-1/4 2-7/8 4500 3/4-10 1-1/4 3-1/2 5200
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Hammer Driver Anchor(zinc alloy)

“Hammer Drive Anchor is a fast.easy-to—use expansion anchor made of special Zinc Alloy. The Nailing design eliminates
the necessity for holespotting,develops substantial holding power,makes the bottom of anchor expanded and the fixture
tightly locked in place.

*The test values listed were obtained using 200-250kgs/cm’ concrete(no aggregated)

*A safe working load should not exceed 25% of stated value.

3/16°7/8 1/4 100/1600 4.6 230
1/4*3/4 3/16 |100/1600 7.3 270
1/4*1 1/4 100/1600 g 330
1/4*1-1/4 12 100/1000 10.5 370
1/4*1-1/2 3/4 100/1000] 11.8 430
1/4*2 1-1/4 [100/1000 15 520
1/4°2-1/2| 1-1/4 |100/1000 16 580
1/4*3 1-1/4 50/500 18.9 B840
M5*22 6 100/1600 4.6 240
M6*30 12 100/1000 10.5 350
M6°40 18 100/1000| 11.8 410
ME*50 28 100/1000 15 500
M6"65 32 100/1000 16 560

“Can be used in all types of masonry from concrete to brick.
“Unique four-way expanion assures a tight grip even in out-of round holes.
“Short style for hard masonry,long style for soft.
*Rust-proof.
*The test values listed were obtained using 200-250kgs/cm2
concrete(no aggregate)
*A safe working load should not exceed 25% of stated value.

SHORT TYPE LONG TYPE

= DR R I’ s DR 0
1/4 1/2 250 1/4 1/2 10
5/18 1/2 440 5/16 1/2 20
3/8 5/8 640 3/a 5/8 100
1/2 3/4 1240 1/2 3/4 1670
5/8 7i8 1280 5/8 7/8 1730
3/4 1 1640 3/4 1 2020
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*For fixing of concrete, solid bricks, perforated bricks, hollow blocks.
“The fiings are manufactured from the same highgradpe and guality-monitored polyimide(nylon)which is also uade for the frame
fixings with general building inspectorate approval . The material is temperature resistant-40-+80T ..
*Pre-assembled for quick and easy installation.High holding.power.
FLAT HEAD
(o] (=] e ] F (o]
. 5.0x30 3.5x35 200/2000 15
‘ 5.0x40 3.5x45 200/2000 15
% 5.0x50 3.5x55 200/2000 15
\ 6.0x35 4.0x40 200/2000 25
S 6.0x40 4.0x45 200/2000 25
A 6.0x50 4.0x55 200/2000 25
e 6.0x60 4.0x65 200/2000 25
6.0x70 4.0x75 100/1000 25
N 6.0x80 4.0x85 100/1000 25
B.0xB0 5.0xB65 100/1000 40
8.0xB0 5.0x85 100/1000 40
8.0x100 5.0x105 100/1000 40
8.0x120 5.0x125 100/1000 40
B.0x140 5.0x145 100/1000 40
10280 7.0x85 50/1000 60
10x100 7.0x105 50/1000 60
10x120 7.0x125 50/1000 60
10x140 7.0x145 50/1000 60
10x160 7.0x165 50/1000 60
Nylon Single Wing Anchor
i o = B Pullo
D
h De g oad
4x45 6 55 30 40 10 100/1000| 120
: ] 5x65 (] 75 30 60 20 100/1000 120
5x85 6 95 30 80 60 100/1000| 120
5x65 8 75 40 60 20 50/500 170
5x85 8 95 40 a0 40 50/500 170
5x105 8 115 40 100 60 50/500 170
5x125 8 135 40 120 80 50/500 170
5x145 8 155 40 140 100 50/500 300
7x85 10 95 50 90 40 50/500 300
7x105 10 115 50 100 60 50/500 300
7x125 10 135 50 120 80 50/500 300
7x145 10 185 50 140 100 50/500 300
7x165 10 175 50 160 120 |50/500 300
Nylon Frame Anchor
*Tapered expansion nut made from fiberglass reinforced nylon.
*“High grade nylon sleeves fitting with steel wood screw and colors cap.
: : : e -
8x80 8 80 M5X90 30 60 50/500 14.3
8x100 8 100 M5X110 50 60 50/500 16.3
8x120 8 120 M5X130 70 60 50/500 20.2
8x140 ] 140 M5X150 90 60 50/500 23.4
10x75 10 75 M6X80 15 70 50/500 17.4
10x100 10 100 MEX110 40 70 50/500 23.9
10x120 10 120 MEX130 60 70 50/250 29.3
10x140 10 140 MEX150 80 70 50/250 34.9
10x165 10 165 MEX175 105 70 50/250 41.2
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Hit Anchor

Dry Wall Anchor

Page/12

Hitanchor is a fast & easy to use expansion anchor.no precise
hole depth is required and installation condition.

NAIL MADE BY HIGH TENSILE MATERIAL

M6 6 6.4 475
M8 8 8.5 705
M10 10 10.5 870
M12 12 12.7 1180
M16 16 17 3215
M20 20 21.5 4450

Ceiling Anchor

www.chinaluosi.com
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Non-Standard Fastener
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